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Le Jade C ColourFlow est un luminaire a montage en surface de haute qualité, parfait pour toutes sortes d'applications. Le luminaire est livré avec une

plaque de montage pour une installation dans toutes sortes de plafonds, ce qui rend son utilisation trés simple dans une grande variété

d'environnements. Le Jade C ColourFlow propose également des variantes RGBW et RGBA ainsi que des versions Tunable White 1800-4000K et

2700-5700K. Ainsi, vous pouvez choisir le module LED idéal pour vos besoins.

Catégories :

Specifications

Type Jade C ColourFlow, Indoor surface mounted
Colour White, grey or black
Material Coated aluminium & PC/ABS VO
Weight 780 gram
Swivel 340° horizontal | 350° vertical
Mounting hole 7,5-9cm
Optics 23°]45° | 69°
Light source cLsDcC
Light output 1500 lumen

RGB-W 3000K | RGB-W 4000K | RGB-A
LED colours

1800K-4000K | 2700K-5700K

Power consumption
Power supply

Max. 30 Watt
100 ~ 240

Driver Driver included | Driver internal
Dimming Casambi | DMX512 | Wireless DMX
Cable length 200 cm

IP rating IP 20

Protection class 1

Certifications CE



https://cls-led.com/fr/produits/product-series/
https://cls-led.com/fr/produits/product-series/jade-series/
https://cls-led.com/fr/produits/indoor/
https://cls-led.com/fr/produits/indoor/downlighters/
https://cls-led.com/fr/produits/indoor/colourflow/
https://cls-led.com/fr/produits/applications/architainment/
https://cls-led.com/fr/produits/applications/churches/
https://cls-led.com/fr/produits/applications/museums/
https://cls-led.com/fr/produits/applications/museums/
https://cls-led.com/fr/produits/applications/theatres-concert-halls/

Energy label
Lifetime
LB Value

Warranty

Accessories

Remarks
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50000 hours
L90B10 at 50.000h
5 years

Rotatable barndoor, snoot, half snoot & honeycomb Louvre

Fitted with a mounting plate for installation in all sorts of ceiling materials. Integrated soft diffusion filter Fitted with a
5 core DMX combi cable

2 100 mm

y v 2 100 mm




