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JADE B COLOURFLOW

l J

De Jade B ColourFlow is een opbouw LED-armatuur met een draadeinde voor montage in bijvoorbeeld metalen plafonds of kabelgoten. De Jade B is
verkrijgbaar in RGBW, RGBA en Tunable White varianten voor pasteltinten, diep verzadigde kleuren en wit licht van hoge kwaliteit. De kleurmenging is
uniform en schaduwvrij dankzij een speciaal optisch filter. Typische toepassingen zijn alle toepassingen waar een hoge kwaliteit opbouw armatuur
nodig is, waar men functionele verlichting wil combineren met gekleurde verlichting.
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Specifications

Type
Colour
Material
Weight
Swivel

Mounting hole

Jade B ColourFlow, Indoor surface mounted
White, grey or black

Anodized or coated aluminium & PC/ABS VO
780 gram

340° horizontal | 350° vertical

1

Optics
Light source
Light output

LED colours

23°]45° | 69°

CLSDCC

1500 lumen

RGB-W 3000K | RGB-W 4000K | RGB-A
1800K-4000K | 2700K-6500K

Power consumption
Power supply

Max. 30 Watt
100 ~ 240

Driver Driver included | Driver internal
Dimming Casambi | DMX512 | Wireless DMX
Connection Open end

Cable length 200 cm

IP rating IP 20

Protection class 1
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Energy label A

Lifetime 50000 hours

LB Value L90B10 at 50.000h

Warranty 5 years

Accessories Rotatable barndoor, snoot, half snoot & honeycomb Louvre

R K Fitted with a M10 thread stud attachment for installation on a cable tray. Integrated soft diffusion filter Fitted with a 5
emarks

core DMX combi cable.

é 18 mm

157,7 mm

122,5 mm
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