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LUXO 3 BASIC COB

De Luxo 3 Basic CoB verlichtingsarmatuur is een compacte en krachtige downlighter, die perfect is voor het vervangen van halogeenlampen in een
verscheidenheid van toepassingen. Met een keuze uit zwarte, witte of blanke aluminium afwerkingen is deze armatuur veelzijdig en stijlvol. De CNC-
gesneden massief aluminium behuizing zorgt voor een optimale warmteafvoer van de LED.

Categorieën: Luxo 3 CoB Series, Interieur, Downlighter, Hotels en restaurants, Musea en Galerijen, Kantoren, Theaters en
concertzalen

> Specifications
Type Luxo 3 Basic CoB, Downlighter
Colour White, Black and blank
Material Aluminium
Weight 220 gram
Swivel 350° horizontal | 30° vertical
Mounting hole 7,5 cm
Installation depth 10 cm

Optics 28º | 38º | 62º
Light source High Power CoB
Light output 600 lumen
CRI 90
LED colours 2700K | 3000K

Power consumption Max. 10 Watt
Drive current 700mA
Driver Driver excluded | Driver external
Dimming Mains dimmable | 1-10V dimmable | DALI | Casambi | DMX512
Connection CLS Smart connect system
Cable length 100 cm

IP rating IP 40
Protection class 3

https://cls-led.com/nl/producten/product-series/luxo-3/
https://cls-led.com/nl/producten/interieur/
https://cls-led.com/nl/producten/interieur/downlighter/
https://cls-led.com/nl/producten/applications/hotels-restaurants/
https://cls-led.com/nl/producten/applications/museums/
https://cls-led.com/nl/producten/applications/offices/
https://cls-led.com/nl/producten/applications/theatres-concert-halls/
https://cls-led.com/nl/producten/applications/theatres-concert-halls/
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Energy label A

Lifetime 50000 hours
LB Value L90B10 at 50.000h
Warranty 5 years

Remarks Anti glare function by recessed light source


