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TOPAZ EXPO

De Topaz Expo maakt gebruik van hoogwaardige optieken met een mooie, egale lichtbundel. De optieken kunnen in een paar seconden worden
verwisseld, waardoor lichtontwerpers snel en gemakkelijk ter plaatse de lichtbundel kunnen aanpassen. De Topaz Expo is een must-have voor musea,
galerieën en retailers die hun producten of tentoonstellingen met het beste licht willen presenteren. Dit armatuur is de perfecte railverlichtingsoplossing
voor talloze projecten.

Categorieën: Topaz Series, Productseries, Interieur, Rail-armaturen, Opbouwverlichting, Toepassingen, Musea en
Galerijen

> Specifications
Type Topaz Expo, Max. 15 Watt track spot
Colour Black, white
Material Coated aluminum
Weight 400 gram
Swivel 360° horizontal | 90° vertical

Optics 12º | 14º | 25º | 35º | 55º | 52x13°
Light source Bridgelux or Xicato
Light output 950 lumen
CRI ~90, ~98

LED colours
2700K | 3000K | 3500K | 4000K
1800K-4000K | 2700K-6500K
D2W 1800K-3000K

Power consumption Max. 15 Watt
Power supply 100~240 VAC
Driver Driver included | Driver internal
Dimming Mains dim | Local dim | DALI | Casambi | DMX512 | Wireless DMX | Roto dim | Local Dim + Casambi | RDM
Connection Track adapter

IP rating IP 20
Protection class 1

https://cls-led.com/nl/producten/product-series/topaz-series-nl/
https://cls-led.com/nl/producten/product-series/
https://cls-led.com/nl/producten/interieur/
https://cls-led.com/nl/producten/interieur/rail-armaturen/
https://cls-led.com/nl/producten/interieur/surface-mounted/
https://cls-led.com/nl/producten/applications/
https://cls-led.com/nl/producten/applications/museums/
https://cls-led.com/nl/producten/applications/museums/
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Certifications CE

Lifetime 50.000h
LB Value L90B10 at 50.000h
Warranty 5 years

Accessories Honeycomb, Filter Accessory Holder, Rotatable Barndoor, Stackable Snoots & (Elliptical) Beam Shapers

Remarks
Remove rubber front ring to mount the accessories. The dim value can simply be adjusted via Bluetooth by Casambi.
Horizontal and vertical locking possible.


