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JADE COLOURFLOW & TUNABLE WHITE

The Jade ColourFlow allows for a wide range of unique lighting concepts. With its RGBW and RGBA variants, the Jade ColourFlow is perfect for
creating any atmosphere, from pastel shades to deep saturated colours. The Tunable White variants are available in 1800-4000K or 2700-6500K.

Categories: Jade Series, Indoor, Track fixtures, ColourFlow, Architainment, Churches, Hotels and Restaurants, Museums
& Galleries, Theatres & Concert halls

> Specifications
Type Jade ColourFlow & Tunable White, 30 watt Colour Changing Track Spot
Colour Black, white or grey
Material Anodized or coated aluminium & PC/ABS V0
Weight 780 gram
Swivel 340° horizontal | 350° vertical

Optics 23º | 45º | 69º
Light source CLS Dynamic Colour LED module
Light output 1500 lumen

LED colours
RGB-W 3000K | RGB-W 4000K | RGB-A
1800K-4000K | 2700K-6500K

Power consumption Max. 30 Watt
Power supply 100~240 VAC
Driver Driver included | Driver internal
Dimming Casambi | DMX512 | Wireless DMX
Connection Track adapter, Global or Eutrac

IP rating IP 20
Protection class 1
Certifications CE

Lifetime up to 50.000 h
LB Value L90B10 at 50.000h

https://cls-led.com/products/product-series/jade/
https://cls-led.com/products/indoor/
https://cls-led.com/products/indoor/track-fixtures/
https://cls-led.com/products/indoor/colourflow/
https://cls-led.com/products/applications/architainment/
https://cls-led.com/products/applications/churches/
https://cls-led.com/products/applications/hotels-restaurants/
https://cls-led.com/products/applications/museums/
https://cls-led.com/products/applications/museums/
https://cls-led.com/products/applications/theatres-concert-halls/


Product: Jade ColourFlow & Tunable White
Generated: June 3, 2025

Page: 2

Warranty 5 years

Accessories Track products, Barndoor, Snoot, Half snoot & Honey Comb Louvre
Remarks Integrated Soft Diffusion Filter


