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JADE B

The Jade B is a surface mounted LED light fixture with an M10 thread stud attachment for installation on a cable tray or metal ceiling. It is available in
20, 30 or 40 watt versions with a large choice of LED light sources and colour temperatures, and features an energy label of A+ or A++. The Jade B is
part of a large product family with dozens of different versions, so it can be adapted to suit any lighting plan.

Categories: Product Series, Jade Series, Indoor, Surface mounted, Architainment, Hotels and Restaurants, Museums &
Galleries, Theatres & Concert halls

> Specifications
Type Jade B, Indoor surface mounted
Colour White, black or grey
Material Anodized or coated aluminium & PC/ABS V0
Weight 780 gram
Swivel 340° horizontal | 350° vertical
Mounting hole 1

Optics 19º | 37º | 63º
Light source High Power
Light output 2000 - 3850 lumen
CRI ~90

LED colours
2700K | 3000K | 4000K
D2W 1800K-3000K

Power consumption Max. 20 - 40 Watt
Power supply 100 ~ 240 VAC
Driver Driver included | Driver excluded
Dimming Mains dimmable | Local dim | DALI
Connection open end
Cable length 200

IP rating IP 20
Protection class 1

https://cls-led.com/products/product-series/
https://cls-led.com/products/product-series/jade/
https://cls-led.com/products/indoor/
https://cls-led.com/products/indoor/surface-mounted/
https://cls-led.com/products/applications/architainment/
https://cls-led.com/products/applications/hotels-restaurants/
https://cls-led.com/products/applications/museums/
https://cls-led.com/products/applications/museums/
https://cls-led.com/products/applications/theatres-concert-halls/
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Certifications CE
Energy label A

Lifetime 50000 hours
LB Value L90B10 at 50.000h
Warranty 5 years

Remarks Fitted with a M10 thread stud with cable entry Integrated soft diffusion filter


