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> Mika series   Indoor downlighters

ø 200 mm
ø 180 mm

cut-out size

+ 43°

173 mm

Luminous flux
3458 Lumen (Version 4000K CRI>80)

CRI

CRI>80 - CRI>98

Indoor 43ºWhite Black Ceiling ø 18 cm

ø

30 Watt Max. 700 mA 3IP40 1325 gram

Colour & colour temperatures

Optics

Housing & finish

General specifications

Mounting options

Control options

19º 37º 63º

Indoor downlighters

> Mika series   Indoor downlighters

Mika kantelbare downlighter in vele varianten
30 Watt kantelbare en roteerbare downlighter.

Extreem grote keuze in LED modules
De Mika is leverbaar in maar liefst 16 verschillende LED 

varianten, waaronder speciale LED modules voor het perfect 

belichten van onder meer meubels, keukens, kleding, juwelen, 

brood, vis & vlees.

CRI waardes tot 98!

Eenvoudig verwisselbare optieken
Optieken met licht openingshoeken van narrow spot tot wide 

flood zijn eenvoudig te wisselen.

Kantelbare downlighter 
Voor het optimaal aanlichten van wanden en objecten biedt 

de Mika een 43º verticale verstelbaarheid.

Vele dim mogelijkheden
Fase afsnijding, 1-10V, DALI, DMX512 & Casambi Bluetooth 

dimming behoort tot de mogelijkheden.

Uitgebreide productfamilie

De Mika is ook in RGBW/RGBA Dim to Warm (Q4 2019) 

uitvoeringen leverbaar, zodat met 1 design vorm vele 
lichtplannen te realiseren zijn.

Mika tilting downlighter series
30 Watt rotatable & tilting downlighter.

Very large choice in LED lighting sources
The Mika can be equipped with no less than 16 different LED 
lighting sources, including special modules for illuminating 

furniture, kitchens, clothes, jewellery, bread, fish & meat.
CRI values up to 98!

Easy interchangeable optics
From a narrow spot a wide flood beam optics are easy 
interchangeable.

Tilting downlighter 
The Mika offers a tilt angle of no less than 43° for an optimal
illumination of objects and walls.

Large choice in dimming & control options
Mains dimmable, 1-10V, DALI, DMX512 & Casambi Bluetooth 

dimming options are available. 

Large product family

The Mika is also available in a RGBW/RGBA and Dim to Warm 

variation (Q4 2019), making it possible to realise many lighting 

plans with 1 design form.
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